

















EUROPEAN Vehicles Applzcatwn (Sealed Maintenance Free)

AmplHrs Overall Dimension (milimeter) D AcidVolume|  Hold- | Terminal
Battery Type 2HrsRate | @- e c?m‘? 3 W o Layout WW ) Down | Type
SMF 53624 SMF DIN 36 36 340 45 | 208 (205) | 175 (175) 175 A0 75 32 |[BaB15| T1
SMF 53638 SMF DIN 36R 36 340 45 | 208 (205) | 175 (175) 175 Al 75 32 | BaBI5 | T
SMF 54324 SMF DIN 43 43 395 53 208 (205) 175 (175) 175 AD 8.3 3.0 B3/B15 T
SMF 54434 SMF DIN 44 44 420 55 208 (205) 175 (175) 190 AD 95 33 B3/B15 T1
SMF 54449 SMF DIN 44R 44 420 55 | 208 (205) | 175 (175) 190 Al 95 33 [BaBI15| T
SMF 54519 SMF DIN 45 45 395 56 240 (242) 175 (175) 175 AD 9.5 3.1 B3/B15 T
SMF 54533 SMF DIN 45R 5 395 56 | 240 (242) | 175 (175) 175 A 95 31 [ BaBi15| T
SMF 55040 SMF DIN 50 50 455 62 | 240 (242) | 175 (175) 190 AO 10.0 31 | Ba/BI5 | T
SMF 55421 SMF DIN 54 54 475 68 | 240 (242) | 175 (175) 175 AD 108 31 [BaBI5| T
SMF 55422 SMF DIN 54R 54 475 68 240 (242) 175 (175) 175 A1 10.8 3.1 B3/B15 T
SMF 55530 SMF DIN 55 55 460 69 | 240 (242) | 175 (175) 190 A0 1.0 34 | BI/BA | T
SMF 55548 SMF DIN 55R 55 460 69 240 (242) 175 (175) 190 A1 11.0 34 B1/B4 T1
SMF 56030 SMF DIN 60 60 480 i) 240 (242) 175 (175) 190 AD 1155 3.1 B1/B4 11
SMF 56031 SMF DIN 60R 50 480 75 | 240 (242) | 175 (175) 190 AT 1.5 31 | Bi/B4 | T
SMF 56318 SMF DIN 63 53 500 79 | 277 (277) | 175 (175) 175 AD 15 37 [BaBi15| T
SMF 56618 SMF DIN 66 66 540 82 277 (277) 175 (175) 190 AD 126 4.1 B1/B4 T1
SMF 57113 SMF DIN 72 72 560 90 | 277 @77 | 175(175) 175 AD 13.0 36 | BaBI5 | T
SMF 57412 SMF DIN 74 74 590 92 | 277 (277) | 175 (175) 190 A0 131 33 | BI/B4 | T
SMF 57539 SMF DIN 75 75 595 94 | 312 (300) | 175 (175) 175 AD 134 40 [BaBI5| T
SMF 58515 SMF DIN 85 85 620 106 351 (352) 175 (175) 175 A0 14,9 59 B3/B15 T1
SMF 58827 SMF DIN 88 88 560 110 | 351 (352) | 175 (175) 190 AD 6.7 60 | Bi/B4 | T
SMF 58828 SMF DIN 88R 88 660 110 | 351 (352) | 175 (175) 190 Al 16.7 6.0 B1/B4 T
SMF 60038 SMF DIN100 100 | 710 125 | 351 (352) | 175 (175) 190 AD 17.0 55 | Bi/BA | T1
- L] - -
Deep cycle, Recreational & Marine Application
Amp/Hrs Overall Dimension (milimeter) Cel ht Acid Volume Hold- Terminal
Batery Type e C W o Layout D'y(\fg?}'“ (L) Down Type
DC48 55 229 (231) 171 (171) 210 X 13.0 34 PINT T
DC49 55 229 (231) 171 (171) 210 AD 13.0 34 PINA T
DC52 65 259 (265) 170 (167) 222 Al 16.0 36 PING i
DC53 65 259 (265) 170 (167) 222 AO 16.0 36 PIN3 T
DC70Z 85 302 (300) 171 (168) 224 Al 195 25 P T
DC70ZL 85 302 (300) 171 (168) 224 AD 19.5 4.5 P T
DCs0 95 342 (340) 171 (168) 231 Al 208 7.0 P T
DC89 95 342 (340) 171 (168) 231 AD 20.8 7.0 P T
DC100Z 110 405 (381) 174 (172) 232 Al 259 5.0 P T4
DC100ZL 110 405 (381) 174 (172) 232 AD 259 50 P T
DC120Z 130 511 (475) 181 (179) 237 Ad 285 80 P T
DC120ZL 130 511 (475) 181 (179) 237 A3 285 8.0 P T1
DC135Z 140 511 (475) 181 (179) 237 Ad 31.0 Tl P T1
DC135ZL 140 511 (475) 181 (179) 237 A3 31.0 75 P T
DC150Z 155 511 (475) 211 (208) 237 Ad 33.0 9.0 P T
DC150ZL 155 511 (475) 211 (209) 237 A3 33.0 9.0 P T1
DC170Z 170 511 (475) 211 (209) 237 Ad 36.0 85 3 T
DC170ZL 170 511 (475) 211 (208) 237 A3 36.0 85 P T
DC200Z 220 516 (486) 273 (260) 245 Ad 40.0 14.4 P T
DC200ZL 220 516 (486) 273 (260) 245 A3 37.0 144 P T
DC2407 235 516 (486) 273 (260) 245 Ad 6.0 4.0 P T
DC240ZL 235 516 (486) 273 (260) 245 A3 26.0 14.0 P T
GC 6-220 215 261 (257) 180 (177) 274 A5 23.8 6.7 P T6
GC 6-245 245 261 (257) 180 (177) 274 AB 27.0 6.3 P T6
GC 8-160 160 261 (257) 180 (177) 274 A6 24.0 55 P 6
GC 12-135 1356 332 (325) 195 (176) 281 Al iz 7.0 P T6

Advanced center lug cast on

strap technology

- High resistance against High performance PE separator
outside impact and vibration - Low resistance

- Reliable starting power | __ - Increase cranking performance

- Increase stability of plates | - Improve durability

- Long lasting service life .

The company reserves the rights to alter specifications with or without prior notice.







